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SITE SPECIFICATIONS

for the

Kodak MINILOADER 2 PLUS

Use this Publication for:-
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—
—

MINILOADER 2 Plus Model Stand-alone (SV code 3236), MINILOADER 2 Plus Model M35-M (SV code 3239)
and MINILOADER 2 PlusMode 480RA (SV code 3240).
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SS3239 SITE SPECIFICATIONS

CAUTION

& This equipment includes parts and assemblies sengtive to damage from eectrogtatic
\‘, discharge. Use caution to prevent damage during al service procedures.

PLEASE NOTE

The information contained herein is based on the experience and knowledge
relating to the subject matter gained by Kodak Ltd. prior to publication.

No patent licence is granted by this information.

Kodak reservesthe right to change this information without notice, and makes no warranty,
express or implied, with respect to this information. Kodak shall not be liable for any loss or
damage, including consequential or special damages, resulting from the use of thisinformation,
even if loss or damage is caused by Kodak's negligence or other faullt.
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PHYSICAL DIMENSIONS.

MINILOADER ONLY.

Crated (with pallet). Height: 850 mm 335ins.
Width: 990 mm 39ins.

Depth: 830 mm 325ins.

Weight - Gross 134 Kg.

Net 110Kg.

M35-M Model Stand assembly etc.
Crated (with pallet). Height: 1210mm  43.75ins.
Width: 930 mm 53ins.
Depth: 840 mm 36.75ins
Weight: Gross 84 Kg.
Net 55 Kag.
The palet and packing is disposable and does not need to be returned.

For the dimensions of the various models, please see the individual drawings on pages SS-8, SS9 & SS-10.

ELECTRICAL REQUIREMENTS.

European models 220 Volt Singlephase50/60Hz 32 Amps  (Fuseat 5 or 6 Amps).

U.K. modds. 240 Volt Singlephase50/60Hz 3.4 Amps (Fuseat 5or 6 Amps).

ROOM ENVIRONMENT.

Temperature: Recommended: 20°C
Limits: 16-24°C

Note. There must also be control of overnight temperatures epecially in mobile units.

Rdative Humidity: Recommended: 50%
Limits 40 - 60%

FIm quaity may be affected if the unit is operated outs de the recommended environmenta range.

Operationa problemswill be encountered if temperature and/or relative humidity are outsde the recommended
values.

Prolonged exposure to relative humidity above the recommended range may cause the film to multiple load, or to jam
in the supply magazine. Long term high humidity will cause corrosion ingde the unit.
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Lighting: Recommended: 650 Lux
Maximum: 2150 Lux

Floor Gradient: The maximum gradient of the floor on which the M35-M verson isingalled has to be below
1%. |.E. Thefloor mugt not incline more than 1 cm per metrein any direction. The floor must
aso be dlear of any obgtructions. If the gradientis greeter, or the floor surface has an uneven

channd it may not be possible to roll the MINILOADER away from the X-OMAT M35-M
PROCESSOR.

INSTALLATION.

1 The ste must be properly prepared before the MINILOADER isingalled.

2. The MINILOADER 2 Pluswas designed to accept 18 x 24 cm and 24 x 30 cm KODAK MIN-R 2
Cassettes and 8 x 10 inch KODAK X-OMATIC Video film holders.
The cassettes require preparation before use. All cassettes require areflective PATCH on the outside, and
MIN-R 2 cassettes require two reflective PATCHES insde.

3. A Cugtomer Equipment Services Representative (ESR) will visit the premises during Kodak's norma working
hoursto inspect the Ste where the MINILOADER isto beingdled. At that time, it will be determined

whether the site has been properly prepared for the equipment ingtdlation. The customer will be natified of
any areas that require further preparation.

BUILDING EXHAUST DUCT.

IMPORTANT

If the MINILOADER is processor interfaced, it isimportant that the PROCESSOR has correct venting.
If the venting is not correct fumeswill cause corrosion to the MINILOADER.
DO NOT INSTALL THE SYSTEM IF THE PROCESSOR ISNOT CORRECTLY VENTED.
THE NEGATIVE PRESSURE MUST BE MAINTAINED 24 HOURS.

Theair flow is correct when the fumes are flowing out of the PROCESSOR through the EXHAUST HOSE.
Beforeingaling, or a the next service cal do the following procedure to check that the air flow is correct.

Do the following procedure, using an AIR METER TL 2431 to check the venting is correct:

1. Switch off the PROCESSOR (if aready installed).

2. Pace the RUBBER HOSE on the centre connection of the AIR METER.

3. Disconnect the EXHAUST HOSE from the X-OMAT EXHAUST DUCT.

4, If aREPLENISHMENT CHECK TUBE ASSEMBLY isavailable, do steps5t0 8.
NOTE.

If no REPLENISHMENT CHECK TUBE
is available, advance to step 9.
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5. Remove the curved end of the REPLENISHER CHECK TUBE part no. 592380 by cutting.
6. Ingtal the tapered end of the REPLENISHMENT CHECK TUBE on the RUBBER HOSE.
IMPORTANT.
The REPLENISHMENT CHECK TUBE must be kept in the centre of the EXHAUST DUCT.

7. Move the REPLENISHMENT CHECK TUBE into the EXHAUST HOSE until the end of the TUBE is
30 cm. (12 ins) from the end of the EXHAUST HOSE.

8. Advanceto step 12.

9.  AlignaHOSE SUPPORT with the RUBBER HOSE. The ends of the HOSE SUPPORT and the RUBBER
HOSE must be together. An example of aHOSE SUPPORT is astraightened wire COAT HANGER.

IMPORTANT.

The tape should not inhibit the air flow
through the RUBBER HOSE.

10. Placetape around the HOSE SUPPORT and the RUBBER HOSE at two points.

CENTRE
CONNECTION

REPLENISHER CHECK

TUBE
OR SUPPORTED HOSE
AIR METER
TL 2431 Lu
IMPORTANT.

The RUBBER HOSE must be kept in the
centre of the EXHAUST DUCT.

11. Movethe RUBBER HOSE into the EXHAUST DUCT using the HOSE SUPPORT until the end of the
RUBBER HOSE is 30 cm (12 inches) from the end of the EXHAUST DUCT.
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12. Holdthe AIR METER verticaly, and take the average of severd readings.

13. Comparethe average reading with the figuresin the table.

Negative Static Pressure, Water Head
DUCT SIZE
MINIMUM MAXIMUM
75 mm (3 in.) 0.75 mm (0.03 in.) 1.0 mm (0.04 in.)
100 mm (4 in.) 0.25 mm (0.01 in.) 0.5 mm (0.02 in.)

14.  Adjug one of thefollowing to obtain the required reading obtained from the table.
- The DAMPER or FAN inthe BUILDING VENTILATION SYSTEM.
- The clearance on the EXHAUST DUCT.

BUILDING EXHAUST

g:::::: CLEARANCE FOR THE EXHAUST DUCT
o
O
PROCESSOR
|

15. If theair flow is dill not correct, contact the SALES REPRESENTATIVE and the CUSTOMER to correct
the venting.

16. Whentheair flow reading is within the range in the table, connect the EXHAUST DUCT to the
PROCESSOR.

IMPORTANT.

Inform the CUSTOMER that all machine PANELS and COVERS must
be installed to maintain the correct air flow.

17.  If necessary, ingal the PANELS and COVERS.
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DIMENSIONS AND SERVICE CLEARANCES,

M35-M Model.

Clearance required above is 1000 mm

900 mm Minimum

750 Side "A"

mm

725 mm

FEED IN —

MINILOADER 2 PLUS 100 mm
MODEL M35-M Min.

1000 mm Recommended

. 750 mm Side "B"
' (clearance required for
M35-M electrical panel)

NOTES.  If spaceisat apremium, the clearance on sde"A" ONLY may be reduced to 200 mm.
The clearance on side "B" may be reduced to 500 mm. The minimum front and rear clearances MUST

be maintained.

The MAXIMUM drain height for the M35-M processor in this configuration is 130 mm.

The floor must be within 1% of level (1 mm in 100 mm) within the shaded area and must be free of
obstructions for the MINILOADER to be rolled forward for access to the processor.

750 mm

© Kodak Ltd.

— Totd height of
ingalled system
MINILOADER 2 PLUS is 1250 mm.
MODEL M35-M
915 mm
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DIMENSIONS AND SERVICE CLEARANCES,
Model 480RA interfaced to M6B / 460RA / 480RA.

Clearance required above is 1000 mm.

600 mm
X-OMAT M6B
X-OMAT 460RA
600 mm MINILOADER 2 PLUS
MODEL 480RA X-OMAT 480RA
FEED IN ——
600 mm
NOTE. If spaceisat apremium, the clearance on ONE side may be reduced to 150 mm. The clearance at the

front MUST be maintained.

Norma processor clearances must be observed.

Totd height of
the MINILOADER is
630 mm MINILOADER 2 PLUS 570 mm.
MODEL 480RA
830 mm
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DIMENSIONS AND SERVICE CLEARANCES,

Model Stand-Alone.

600 Clearance required above
mm is 1000 mm.
_ 600 mm MINILOADER 2 PLUS | 300 ™M
FEED IN — STAND-ALONE
600 mm
NOTE. If spaceisat apremium, the clearance on ONE side only may be reduced to 150 mm. The clearances

a the front and rear MUST be maintained.

630 mm

© Kodak Ltd.

MINILOADER 2 PLUS
STAND-ALONE

Totd height of the
MINILOADERs
670 mm.

820 mm
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