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INSTRUCTIONS FOR USING A
MINILOADER 1 RECEIVING MAGAZINE
ADAPTER

in the

Kodak MINILOADER 2 AND 2 PLUS

VA

Use this Publication for:-
MINILOADER 2 (Service code 3213), MINILOADER 2 Plus Model M35-M (SV code 3239)
and MINILOADER 2 Plus Model 480RA (SV code 3240).
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XP3239-1 MAGAZINE ADAPTOR

CAUTION

&N A Ths equipment includes parts and assemblies sengtive to damage from eectrogtatic
\‘, discharge. Use caution to prevent damage during al service procedures.

PLEASE NOTE

The information contained herein is based on the experience and knowledge
relating to the subject matter gained by Kodak Ltd. prior to publication.

No patent licence is granted by thisinformation.

Kodak reservesthe right to change this information without notice, and makes no warranty,
express or implied, with respect to this information. Kodak shall not be liable for any loss or
damage, including consequential or special damages, resulting from the use of thisinformation,
even if loss or damage is caused by Kodak's negligence or other faullt.
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XP3239-1 MAGAZINE ADAPTOR

OPERATION GUIDE.

The MAGAZINE ADAPTOR is desgned to dlow the SERIAL UNLOADING of 18 x 24 FILMS from a
MINILOADER 1 RECEIVING MAGAZINE inaMINILOADER 2 or 2 PLUS.

1. Placethe ADAPTOR FRAME on atable as shown below.

REFLECTOR TO IDENTIFY SERIAL MAGAZINE

o0

MAGAZINE PRESENCE

o /DETECTION

MAGAZINE LOCATING SPRING

—
H [ — i
MAGAZINE OPENER /
2. Hinge back the SPRING LOADED ARM.
VAN
[e]e)
HINGE BACK
THIS ARM.
[
——
[:|| [oo by i
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MAGAZINE ADAPTOR XP3239-1

3. Pacethe MINILOADER 1 MAGAZINE in the ADAPTOR as shown below.

D

[ 5

B [ Ln—,;|” '

4, Push the MAGAZINE fully forward to the front of the ADAPTOR FRAME, the SPRING should hold the
MAGAZINE in position.

AN
\JJ ey
o &
S g MAGAZINE LOCATING SPRING
L1
0 [ — |

5. Fold back the spring loaded ARM as shown below. Enter the ADAPTOR FRAME intothe 18 x 24 CARRIAGE
in the MINILOADER in the direction shown, and sdect SERIAL MODE. To remove the MAGAZINE from the
ADAPTOR, reversetheprocedure. IMPORTANT, theMAGAZINELOCATION SPRING must behelddowntodlow
the MAGAZINE to dide back.

ENTER THIS WAY
INTO MINILOADER

% [o]

)|

ff

WHEN REMOVING THE

/ MAGAZINE, THIS SPRING MUST
2d BE HELD DOWN TO RELEASE
THE MAGAZINE.
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XP3239-1 MAGAZINE ADAPTOR

INSTALLATION INSTRUCTIONS.

If theMINILOADER isaMODEL 2 and not a2 PLUS, an extraPHOTOCELL FC12 must beinstalled to detect when
the MAGAZINE isempty. The MINILOADER 2 PLUS dready hasthis photocell fitted. For MINILOADER 2 PLUS

gotopage?.

For aMINILOADER 2, the following parts are required.

PART NO QUANT. DESCRIPTION.

30025812 2 SCREW, HEX-HEADED, M3 x 20

30015568 2 WASHER, FLAT, M4

30010011 1 PHOTOCELL ASSEMBLY

30012181 1 PLATE, THREADED, MICROSWITCH MOUNTING
30026132 1 SUPPORT, PHOTOCELL FC12

Mountthenew PHOTOCELL FC12, usngtheexisingCAM MOTORMOUNTINGBRACKET RETAININGBOLT
asshown below. Carefully routethe CABLE into the HARNESS and securewith WIRE TIES. Plug the PHOTOCEL L
into the FC12 SOCKET on PCB 303.

PLUG IN THE NEW
PHOTOCELL FC12

NEW PHOTOCELL FC12

NEW MOUNTING BRACKET
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MAGAZINE ADAPTOR XP3239-1

COMPLETING THE INSTALLATION.

IMPORTANT - Ensure there is a strip of BLACK TAPE on the edge of the MAGAZINE OPENING
LEVER as shown below. If this TAPE is not present, the MAGAZINE OPEN PHOTOCELL FC20
will get a reflection from the metal edge of the LEVER, detect a MAGAZINE open error, and prevent
the MAGAZINE CARRIAGE fromdriving. If theTAPEismissing, useINSULATION TAPEto cover the
edge of the LEVER, making sureit goes under the edge of the BRACKET.

THERE MUST BE A STRIP OF BLACK
TAPE ON THE EDGE OF THIS LEVER.

BLACK TAPE

THE TAPE MUST GO UNDER THE
EDGE OF THIS BRACKET
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XP3239-1 MAGAZINE ADAPTOR

IMPORTANT - For MINILOADER 2 PLUS, SOFTWARE version P2.1 or higher must be fitted, or the
MAGAZINE EMPTY detection will not operate. PHOTOCELL FC12isused for detecting SUPPLY MAGAZINE
CODE part 2 aswell as detecting an empty MINILOADER 1 MAGAZINE in the ADAPTOR FRAME.

Therefore check that the PHOTOCELL FC12 detects both the SERIAL REFLECTOR on a 24 x 30 SERIAL
MAGAZINE (MINILOADER 2 PLUS only), and the MAGAZINE EMPTY PATCH on a MINILOADER 1
MAGAZINE in the ADAPTOR FRAME.

If necessary, relignthePHOTOCELL soitislooking at theREFLECTORScorrectly. Itisbesttousean| RPHOSPHOR
PROBE (TL 2579) to seewherethe PHOTOCELL isamed. If aPROBE isnot available, use paper to mask the outer
edges of the REFLECTORS while you are testing.

To st the sengtivity of the PHOTOCELL, place an empty 18 x 24 MINILOADER 1 MAGAZINE inthe ADAPTOR
FRAME, open the MAGAZINE using TEST MODE, then rotate the POTENTIOMETER (R358) counter-clockwise
until the LED (D313) turnsoff, then clockwiseuntil the LED lightsplusthreemoreturns. If the LED doesnot go off when
rotating the POTENTIOMETER counter-clockwise because the end of thetrack is reached (aclicking sound is heard),
just turn the POTENTIOMETER clockwise two turns.

Topreventdifficulty inremovingthelast FILM SfromtheMINILOADER 1 MAGAZINES, itisimportant that twosmall
"GROOQVES' are cut in the base of any MAGAZINES that will be used, as shown below. Any cutting tool can be used
asthe MAGAZINE isplastic. These"GROOVES' dlow the VACUUM under the last FILMSin the MAGAZINE to

escape.

Make two grooves here

120 mm

Magazine.

Check the operation of the MAGAZINE OPEN PHOTOCELL FC20 with the ADAPTOR FRAME fitted. The
MAGAZINELID shouldbedetected asopenif oneFILM isgticking out theMAGAZINE. If youneedtodter theposition
of the PHOTOCELL FC20, make sureit is till set correctly for aMINILOADER 2 MAGAZINE.

Test the operation of the MINILOADER with the ADAPTOR FRAME thoroughly, before handing over to the
CUSTOMER. Ensure you train the CUSTOMER carefully to use the ADAPTOR FRAME correctly.
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g 30020179

MAGAZINE ADAPTOR
20B/9 FIG A
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KEY PART NO DESCRIPTION

1 30020199 HOLDER FOR NON-REFLECTIVE PATCH

2 30020201 NON-REFLECTIVE PATCH

3 30015548 SCREW, CROSS-HEADED, M3x 6

4 30020202 CLIP MAGAZINE OPENER LOCATION

5 30015556 SCREW, CROSS-HEADED, COUNTERSUNK, M3 x 6
6 30020182 LEVER, MAGAZINE OPENING

7 30015559 SCREW, CROSS-HEADED, COUNTERSUNK, M3 x 14
8 30025146 SCREW, CROSS-HEADED, M3x 5

9 30020200 REFLECTOR, MAGAZINE OPEN DETECTION

10 30020198 HOLDER, REFLECTOR, MAGAZINE OPEN DETECTION
1 30020197 GUIDE BLOCK, MAGAZINE RAIL

12 30020190 HINGE BLOCK

13 30025170 PIN, 4mmx 25 mm

14 30025172 SCREW, SOCKET-HEADED, M4 x 5

15 30020192 GUIDE BLOCK, MAGAZINE CARRIER

16 30015557 SCREW, CROSS-HEADED, COUNTERSUNK, M3 x 10
17 30020189 GUIDE, RIGHT HAND

18 30020195 SPRING, LOCATING

19 30020185 RETAINER, FOR SPRING

20 30015563 NUT, M3

21 30020193 SPRING, RIGHT HAND

22 30020187 ACTUATOR, LEFT, MAGAZINE OPENING

30020179
MAGAZINE ADAPTOR
FIG A
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30020179

MAGAZINE ADAPTOR

FIG B

20B/8
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KEY PART NO DESCRIPTION

1 30020181 FRAME, MAGAZINE ADAPTOR

2 30020186 ACTUATOR, RIGHT, MAGAZINE OPENING

3 30020192 GUIDE BLOCK, MAGAZINE CARRIER

4 30020183 ACTUATOR, DETECTION MICROSWITCH

5 30023185 REFLECTOR

6 30020184 CARRIER, FOR SERIAL MODE DETECTION REFLECTOR
7 30020196 SPRING, RETURN

8 30025170 PIN, 4mmx 25 mm

9 30025171 ROLLPIN, 3mmx 25 mm

10 30020191 HINGE BLOCK

1 30015557 SCREW, CROSS-HEADED, COUNTERSUNK, M3 x 10
12 30025146 SCREW, CROSS-HEADED, M3x 5

13 30015559 SCREW, CROSS-HEADED, COUNTERSUNK, M3 x 14
14 30020197 GUIDE BLOCK, MAGAZINE RAIL

15 30015563 NUT, M3

16 30025172 SCREW, SOCKET-HEADED, M4 x5

17 30015564 NUT, M4

18 30015653 SCREW, CROSS-HEADED, M4 x 16

19 30020194 SPRING, LEFT HAND

20 30020188 ACTUATOR, RIGHT, MAGAZINE OPENING

21 30023183 LABEL, 18x 24

22 30015548 SCREW, CROSS-HEADED, M3x 6

30020179
MAGAZINE ADAPTOR
FIG B

July 1993

Page XP/1-13 © Kodak Ltd.



HEALTH SCIENCES DIVISION
(2!
L

© Kodak Ltd., Customer Equipment Services Division, Swallowdale Lane, Hemel Hempstead, Hertfordshire, England.



	Library
	Manual Contents

