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NEWSLETTER MINILOADER 2 PLUS

1. NEW SOFTWARE

Thelatest verson of SOFTWARE is now available. The verson for the PROCESSOR INTERFACE
(M35-M & 480RA) MINILOADERS isP1.4 - 16/10/92, and for the STAND-ALONE MINILOADERSisS1.3 -
16/10/92.

The table below shows the part numbers of the VARIANTS of this SOFTWARE with the various languages avail-
able, please make sure you order the correct EPROM for the type of MINILOADER and for your country.

The MINILOADERS which require the new SOFTWARE are--

MODEL M35-M SERIAL NUMBERS 2604 & 2606 - 2621
MODEL STAND-ALONE SERIAL NUMBER 3003
MODEL 480RA SERIAL NUMBERS 4002 & 4004 - 4006

PART NUMBER |TYPE OF M NI LOADER |VARI ANT NO. [LANGUAGE

30025870 STAND ALONE VARI ANT 1 ENGLI SH SVEDI SH
30025871 MB5-M / 480RA VARI ANT 1 ENGLI SH GERVAN
30025872 MB5-M / 480RA VARI ANT 2 ENGLI SH | TALI AN
30025873 MB5-M / 480RA VARI ANT ENGLI SH SPANI SH
30025874 MB5-M / 480RA VARI ANT ENGLI SH SVEDI SH
30025875 MB5-M / 480RA VARI ANT ENGLI SH PORTUGUESE
30025876 MB5-M / 480RA VARI ANT ENGLI SH NORVWEG AN
30025869 MB5-M / 480RA VARI ANT ENGLI SH FRENCH

The new SOFTWARE VERSIONS correct some messaging errors and prevent some possible minor malfunc-
tions of the MINILOADER especially in SERIAL MODE. They also have the full messaging in all available
languages.

IMPORTANT: ALL MINILOADERS are shipped with VARIANT 1 SOFTWARE, this means that when
delivered, PROCESSOR INTERFACE machines have ENGLISH & GERMAN language available and
STAND-ALONE MACHINES have ENGLISH & SWEDISH language available. At installation the correct
VARIANT of SOFTWARE for your country should have been ordered by CATALOGUE NUMBER by
SALES/MARKETING.

No. 1/NOVEMBER/92 2 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS

2. LANGUAGE ERRORS.

Please report any language errorsto your country specidist by giving:-

a) The correct trandation.
b) The exiding incorrect trandation with the errors highlighted.
¢) If possible give the English verson of the message.

Please use a copy of the FORM below to report any errors. Use a separate copy for every incorrect message.
VERSION NUMBER OF THE SOFTWARE :-

VARIANT NUMBER OF THE SOFTWARE :-

DATE REPORT ISMADE :-

YOUR NAME :-

YOUR ADDRESS :-

Send the FORM viayour COUNTRY SPECIALIST to :-

W F CRICHTON, KODAK LTD, C/O DEPT. A3M, KODAK HOUSE, PO BOX 66, HEMEL HEMPSTEAD,
HP1 13U, ENGLAND.

Correct trandation

| ncorrect trandation

English version of message

© KODAK Ltd. England 3 No. /NOVEMBER/92



NEWSLETTER MINILOADER 2 PLUS

3. MODIFICATION MO1 (TYPE 1 REQUIRED).

Modification MO1 is a small modification to ensure correct earthing of the MAIN EARTHING SCREW in the
MINILOADER.

PART NUMBER 30091101 AVAILABLE NOW.
SERIAL NUMBERS AFFECTED :-
Modd STAND-ALONE (SV Code3236) 3001 - 3004

Modd M35-M (SV Code3239) 2603 - 2612
Mode 480 RA (SV Code 3240) 4001 - 4003

4. MODIFICATION MO2.

Modification M02 is amodification to prevent 8 x 10 VIDEO CASSETTES being entered into the MINILOADER
when 24 x 30 szeis sdected. If a CASSETTE iswrongly inserted it may jam insde the MINILOADER.

For full details of this modification, see the PUBLICATION "MODIFICATION INFORMATION" number
MA3239-M02 available from PARTS SERVICES in ROCHESTER.

ITISNOT A FIELD MODIFICATION.
FACTORY FITTED FROM SERIAL NUMBERS :-
Modd STAND-ALONE (SV Code3236) 3005

Modd M35-M (SV Code3239) 2619
Mode 480 RA (SV Code 3240) 4005

5. MODIFICATION MO3 (TYPE 1 REQUIRED).

Modification M03 isamodification to prevent "CAM SYSTEM MALFUNCTIONS' (ERROR CODE *22*). The
speed of the CAM MOTOR isreduced to prevent damage to the CAM MOTOR RELAY S, and lengthen the life of
the MOTOR. FILM handling is aso improved. The modification will also prevent spurious blowing of the CAM
MOTOR FUSE.

THISMODIFICATION HASNO PART NUMBER. IT ISAVAILABLE NOW BY QUOTING THE SERIAL
NUMBER OF THE MINILOADER THAT THE MODIFICATION ISREQUIRED FOR TO YOUR COUN-
TRY SPECIALIST.

SERIAL NUMBERS AFFECTED :-
Modd STAND-ALONE (SV Code3236) 3003

Modd M35-M (SV Code3239) 2603 - 2621
Mode 480 RA (SV Code 3240) 4002 & 4004 - 4006
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NEWSLETTER MINILOADER 2 PLUS
6. MODIFICATION M04 (TYPE 1 REQUIRED).

Modification M04 is a modification to reduce the speed of the TILT MOTOR by fitting a different GEARBOX. The
new GEARBOX hasaratio of 80:1 compared to the 40:1 ratio of the old GEARBOX. At present the tilt speed
control POTENTIOMETER setting is critical. If the speed is set too low, the TILT MOTOR can gdl and give
ERROR CODE *23*. If the speed is et too highthe TILT MOTOR can over-run and cause the FILM to be caught
on the edge of the MAGAZINE or onthe MULTIPLE FILM DETECTOR. On some units, it wasimpossibleto
obtain a satisfactory setting.

PART NUMBER 30091104 AVAILABLE NOW.

THEOLD TILT MOTOR ASSEMBLY MUST BE RETURNED TO STUTTGART, OTHERWISE YOUR
COUNTRY WILL BE CHARGED DM 500 FOR THEKIT.

SERIAL NUMBERS AFFECTED :-
Modd STAND-ALONE (SV Code3236) 3001 - 3004

Modd M35-M (SV Code3239) 2603 - 2621
Mode 480 RA (SV Code 3240) 4001 - 4006

7. PROCESSOR VENTING.

Severd reports have been received of MINILOADERS being damaged by PROCESSOR FUMES, It isvitdly
important that the PROCESSOR is correctly vented, as described in dl PROCESSOR SERVICE MANUALS and
asointhe MINILOADER 2 PLUS SITE SPECIFICATIONS SS 3239.

If the venting is not correct, DO NOT INSTALL THE MINILOADER, IT WILL BE DAMAGED.

8. CASSETTEPATCHING.

All MINILOADER CASSETTES must be patched correctly otherwise reliable operation isimpossible. The CAS-
SETTES should be patched as detailed on the following pages usng TOOLS 9194531 & 9194511.

The correct PATCHES are PART NUMBER 9194551, REFLECTIVE FOIL 8 x 15 mm., the PATCHES should
be placed as shown infigures 1 & 2.

It is advisable to replace the PATCHES on the OUTSIDE of the CASSETTE on every PM visit.

It isaso advisable to supply your customer with asmall quantity of the PATCHES, and train them how to replace
the exterior PATCHES if the CASSETTE isrepestedly gected.

© KODAK Ltd. England 5 No. /NOVEMBER/92



NEWSLETTER MINILOADER 2 PLUS
MAMMOGRAPHY CASSETTES

Place 3 PATCHES (8 x 15 mm) as shown in Figure 1, using the TOOL S asindicated. If MODIFICATION 2is
active, no MAMMOGRAPHY CASSETTES should have asecond (TY PE 2) patch.

PATCH 1

—4 5.5mm
S

t— 19.5mm

\\\\\‘Tbol9194511

This is the TYPE 2 | | ———
position. ——§ | o | ]j
PATCH 2
BOTTOM
7
PATCH 3
LID
-

l— 25mm

FIGURE 1

26mm

AN

Tool 9194531

No. /NOVEMBER/92
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VIDEO CASSETTES

NEWSLETTER MINILOADER 2 PLUS

Fit one PATCH as shown in FIGURE 2. If MODIFICATION 2 is active, fit asecond PATCH as shown.

All cassettes
must have a
patch on
this side

FIGURE 2

If modification 2 is
active, a second
patch must be fitted
here.

9. NEW TOP COVER FASTENERS FOR MODEL M35-M.

To improve the fastening of the TOP COVER on the M35-M modd, new FASTENERS have been introduced. The
new FASTENERS have a better location, and do not jam. Instead of a SPRING CLIP, they usea PLATE whichis
screwed to the RETAINING BRACKET.

Tofit the new LOCKING SY STEM, order

30025880
30026272
30025881
30015611

A NDNDN

LOCKING PIN

RETAINING BRACKET
THREADED PLATE
SCREW, HEX HEAD M3 x 6

Fit the new parts and adjust the height of the RETAINING
BRACKET to obtain correct fixing of the TOP COVER.

Old retaining bracket

RS

Old spring

New locking pin
T/ (30025880)

ES
New retaining bracket (30026272)
\

p /@—®
= New plate (30025881)

o)

>

\<New screws (30015569)
N

—

L
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NEWSLETTER MINILOADER 2 PLUS

10. FRONT PANEL STOP PLATE.

A STOP PLATE has been added to the FRONT PANEL of al MINILOADERS. This STOP PLATE (30025162)
preventsthe FRONT PANEL gradudly moving upwards during operation, which can made it more difficult to enter
aCASSETTE. The STOP is fastened on with the existing SCREWS, and can be adjusted to set the position of the
FRONT PANEL.

Existing screws

New stop plate (30026270)

If you have a MINILOADER on which the FRONT PANEL tendsto "ride up”, order the STOP PLATE and fit as
shown in the diagram. Set the height of the STOP PLATE to obtain the required height of the ENTRY SLOT.

Send Newdetter Articles to:

Bill Crichton, Customer Equipment Services
Kodak Ltd.

c/o Dept. A3m

PO Box 66

Hemel Hempstead

HP1 1JU

ENGLAND

© CUSTOMER EQUIPMENT SERVICES, KODAK LTD., ENGLAND
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NEWSLETTER MINILOADER 2 PLUS

11.CHECKING CAPACITOR ON PCB 301

On some PCB 301's (Microprocessor PCB), CAPACITOR C112 has been incorrectly inserted. The overlay on
the PCB is incorrect, the CAPACITOR should be inserted as shown below.

CAPACITOR C112 is part of the MICROPROCESSOR POWER SUPPLY, and if the CAPACITOR is fitted
incorrectly, the machine will be susceptible to mains voltage transents and noise.

On the next SERVICE CALL to a MINILOADER 2 PLUS, please check the orientation of the CAPACITOR
and correct if necessary.

3 N~ /5 —|'
J101 2 PR =Y Y
+ F- TSR B 3
UDBS a3 3= _Ue g I
—— 1o (] 6
[ R175 Qiol
= D134 -
— 5 = FL10t S101 o 109
b O
S ot [ C ]
FL104 = = =
D109 — ||— < o N
N~ || © ~ |l =
D108 — ||[— Sl LS | g2 &
1 > > >
D107 — ||l—
D106 — || —
X116
X1 1 4 O O O . 0000000000000 0000
00000 000000000000
1

CAPACITOR C112 should be inserted with the POSITIVE end as shown here.

No. 2/APRIL/1993 2 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS

12 .MODIFICATION MO05 (TYPE 1 REQUIRED).

Modification M05 is a modification to add earth (grounding) WIRES to the three DC BRUSH MOTORS
(CASSETTE CONVEYOR MOTOR M6, CAM MOTOR M7 and the MAGAZINE CARRIAGE MOTOR
M8) to prevent noise from the BRUSHES affecting the MICROPROCESSOR. Suppresson CAPACITORS are
fitted to these MOTORS, but if the MOTORS are not earthed (grounded), the CAPACITORS will not be
effective.

PART NUMBER 30091105 AVAILABLE NOW
SERIAL NUMBERS AFFECTED :-
Model STAND-ALONE (SV Code 3236) 3001 - 3008

Mode M35-M (SV Code 3239) 2603 - 2634
Mode 480 RA (SV Code 3240) 4001 - 4007

13.CASSETTE CONVEYOR BELT DRIVE ROLLERS.

To prevent the CASSETTE CONVEYOR BELT DRIVE ROLLERS becoming un-bonded from their SHAFTS,
the ROLLERS are now pinned to the SHAFTS. The part numbers are unchanged. All stock held will be the new
ROLLER.

NEW ROLLER FHITTED IN MANUFACTURE FROM SERIAL NUMBER :-
Model STAND-ALONE (SV Code 3236) 3009

Mode M35-M (SV Code 3239) 2630
Mode 480 RA (SV Code 3240) 4008

14. MINILOADER 2 RECEIVING MAGAZINES.

The SERIAL MAGAZINES supplied with M35-M and 480RA versions of the MINILOADER, cannot be used
as RECEIVING MAGAZINES in a STAND-ALONE MINILOADER. RECEIVING MAGAZINES are
mechanicaly different, and if the customer requires extra RECEIVING MAGAZINES they must be ordered as--

PART NUMBER DESCRIPTION
30026239 RECEIVING MAGAZINE 18 x 24
30026240 RECEIVING MAGAZINE 24 x 30/ MIXED SIZES

The 24 x 30/ MIXED SIZES MAGAZINE must be prepared as described in the INSTALLATION
INSTRUCTIONS page 17 & 18.

© KODAK Ltd. England 3 No. 2/APRIL/1993



NEWSLETTER MINILOADER 2 PLUS

15.USING A MINILOADER IN A DARKROOM.

To alow the brightness of the "TRAFFC LIGHT" indicators to be adjusted when the MINILOADER isused in
aDARK ROOM, a POTENTIOMETER has been added to the POWER CABLE from PCB 402 to PCB 204.
The POTENTIOMETER end of the CABLE should be connected to X402 on PCB 204.

The CABLE part number has changed from 30025865 to 30025882. Please alter the part number in your
PARTSLIST 1P 3239 - December 92. (Item 5 on page |P 201).

NEW CABLE FAITTED IN MANUFACTURE FROM SERIAL NUMBER :-

Model STAND-ALONE (SV Code 3236) 3009

Mode M35-M (SV Code 3239) 2630

Mode 480 RA (SV Code 3240) 4008
A RED FILTER is now available to convert the DISPLAY to darkroom use. The FILTER has a sdlf-adhesive
STRIP and fitsinsde the FRONT PANEL of the MINILOADER as shown below. This FILTER will NOT be
fitted in production, and if it is required it must be ordered from SPARES SERVICES.

The PART NUMBER of the RED FILTER is 30026275.

New RED FILTER 30026275

/ fixes inside FRONT PANEL.

e

PANEL.TIF

No. 2/APRIL/1993 4 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS

16. LIGHT LEAKS ON REAR PANEL OF M35-M MODEL

If light leaks are experienced from the area of the CHUTE of the MODEL M35-M, check that the FOAM
STRIPS are in place as shown below. The PART NUMBER of the FOAM, LIGHT LOCK is 30015622 and it

is ordered by the metre.
k FOAM STRIP
\‘f%\

FOAM STRIP I

FOAM STRIP

17. FILMS NOT LOADING CORRECTLY INTO CASSETTES.

If you have problems with FILMS being pulled back out of CASSETTES by the SUCKER BAR, check the
following points.

1. Therear end (HINGE) of the CASSETTE is not being lifted off the CASSETTE CONVEYOR BELT by the
CASSETTE OPENING MECHANISM. Adjust if necessary.

2. There should be agap of at least 1 mm between the base of the SUCKERS and the FILM when the
VACUUM isreleased to drop the NEW FILM into the CASSETTE. Adjust if necessary. NOTE - If it is not
possible to get this 1 mm gap by normal adjustments, it is possible to remove the SUCKERS and trim up to 2
mm from the top of the SUCKER (use a very sharp knife). Make sure the SUCKER with the "O" RING isre-
fitted in the correct place (nearest the PIVOT).

3. Check the relative humidity, preferably insgde the MINILOADER. If the humidity is low, below 40%, the
FILM may curl up and dide out of the CASSETTE. The humidity must be controlled to be between 40 and
60%.

© KODAK Ltd. England 5 No. 2/APRIL/1993



NEWSLETTER MINILOADER 2 PLUS

18 NEW SOFTWARE.

This article replaces article No. 1 in NEWSLETTER No. /NOVEMBER/92. Please delete this
article.

The latest version of SOFTWARE is now available. The verson for the PROCESSOR INTERFACE
(M35-M & 480RA) MINILOADERS is P2.0 - 12/02/93, and for the STAND-ALONE MINILOADERSis S2.0
- 12/02/93.

The table below shows the part numbers of the VARIANTS of this SOFTWARE with the various languages
available, please make sure you order the correct EPROM for the type of MINILOADER and for your country.

The MINILOADERS which require the new SOFTWARE are--

MODEL M35-M SV CODE 3239 SERIAL NUMBERS below 2638
MODEL STAND-ALONE SV CODE 3236 SERIAL NUMBERS below 3010
MODEL 480RA SV CODE 3240 SERIAL NUMBERS below 4009

PART NUMBER |TYPE OF M NI LOADER |VARI ANT NO. [LANGUAGE

30025870 STAND ALONE VARI ANT 1 ENGLI SH SVEDI SH
30025871 MB5-M / 480RA VARI ANT 1 ENGLI SH GERVAN
30025872 MB5-M / 480RA VARI ANT 2 ENGLI SH | TALI AN
30025873 MB5-M / 480RA VARI ANT ENGLI SH SPANI SH
30025874 MB5-M / 480RA VARI ANT ENGLI SH SVEDI SH
30025875 MB5-M / 480RA VARI ANT ENGLI SH PORTUGUESE
30025876 MB5-M / 480RA VARI ANT ENGLI SH NORVWEG AN
30025869 MB5-M / 480RA VARI ANT ENGLI SH FRENCH

The new SOFTWARE VERSIONS have two extra PARAMETERS P8 & P9, which control the steps at
which the CAM MOTOR stops for the CASSETTE AIR BLOW. The procedure for setting the NEW PA-
RAMETERS is shown on the next page.

IMPORTANT: ALL MINILOADERS are shipped with VARIANT 1 SOFTWARE, this means that when
delivered, PROCESSOR INTERFACE machines have ENGLISH & GERMAN language available and
STAND-ALONE MACHINES have ENGLISH & SWEDISH language available. At installation the correct
VARIANT of SOFTWARE for your country should have been ordered by CATALOGUE NUMBER by
SALES/MARKETING.

No. 2/APRIL/1993 6 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS

19. SETTING THE NEW PARAMETERS P8 and P9.

In every cycle, the CASSETTE INJECTOR blows air to separate the FILM from the SCREEN of the CAS-
SETTE. It isimportant that the blow occurs when the CASSETTE is open between 10 and 20 mm. If the
CASSETTE is open less the INJECTOR will not operate correctly, if the CASSETTE is open more, the dis-
lodged FILM will not fall accurately into the BASE of the CASSETTE.

It is possible to set the point a which the INJECTOR OPERATES by adjusting the appropriate "AIR BLOW
CASSETTE OPENING" PARAMETER. These PARAMETERS control the ENCODER STEP at which the
CAM MOTOR will stop for the INJECTOR to operate.

1I5mm+5

Set the MINILOADER for 18 x 24 FORMAT. Fit the STEP-BY-STEP SWITCH. Enter an 18 x 24 CAS
SETTE into the MINILOADER. When the CAM MOTOR stops for the CASSETTE INJECTOR to operate,
trigger the STEP-BY -STEP SWITCH to freeze the machine. Measure how far the CASSETTE is open. Release
the STEP-BY STEP SWITCH and complete the cycle.

Set the MINILOADER for 24 x 30 FORMAT. Repest the operation as above.

If either CASSETTE was not open approximately 15 mm, the "AIR BLOW CASSETTE OPENING" PARAM-
ETER for that Sze needs to be adjusted. If the CASSETTE was open too far, the PARAMETER needs to be
reduced, if the CASSETTE was not open far enough, the PARAMETER needs to be increased.

If it is necessary to adjust the PARAMETER, enter PROGRAMMING MODE. Scroll through until PARAM-
ETER P8 "AIR BLOW CASSETTE OPENING 18 x 24" isreached. Adjust the PARAMETER P8 to the
appropriate figure. The DEFAULT vaue is 30, the alowable RANGE is between 26 and 32.

Go to PARAMETER P9 "AIR BLOW CASSETTE OPENING 24 x 30". Set the PARAMETER P9 to the
appropriate figure. The DEFAULT vaue is 30, the alowable RANGE is between 26 and 32.

If you have atered the PARAMETERS, repest the tests above and measure how much the CASSETTE is open.
If necessary repest the adjustment procedure of the PARAMETERS until the correct CASSETTE opening is
achieved.

It is advisable to make a note of the PARAMETERS you have set insde the MINILOADER. If the machine is
not used for some time, the back up BATTERY may discharge, and the PARAMETERS will return to the
DEFAULT vaue.

© KODAK Ltd. England 7 No. 2/APRIL/1993



NEWSLETTER MINILOADER 2 PLUS

20. NEW PROCEDURE FOR SETTING ENCODER HOME POSITION.

Due to manufacturing tolerances, the origina method of setting the ENCODER HOME position using the PIN
in the CAM must be discontinued. A new TOOL is available (PART NUMBER 30026274) for setting the
HOME POSITION.

The TOOL has two CUTOUTS, the firgt is used to set the low position of the CASSETTE OPENER MECHA-
NISM, as shown below in Figure A. Using TEST MODE, drive the CAM MOTOR so the CASSETTE
OPENER MECHANISM isin its lowest position. Using the TOOL, check that the OPENER MECHANISM is
in the CUTOUT as shown. If the OPENER MECHANISM is not in the CUTOUT, adjust the PUSHROD to set
the OPENER MECHANISM in the CUTOUT.

Then drive the CAM MOTOR to ENCODER POSITION 255. Using the other CUTOUT in the TOOL, check
that the OPENER MECHANISM is between the EDGES of the CUTOUT as shown in Figure B. If the
OPENER MECHANISM is not between the EDGES of the CUTOUT, st it to the CENTRE of the CUTOUT
by driving the CAM MOTOR (or using the CAM CLUTCH ADJUSTING TOOL 30015676), then loosen the
GEAR on the ENCODER and set the ENCODER to ENCODER POSITION 255.

FIGURE A FIGURE B

No. 2/APRIL/1993 8 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS
21. CORRECTIONS TO PARTS LIST.
Pease make the following corrections to the PART LIST IP 3239 issued in DECEMBER 1993.
Figure 1C Page 44 The fitting above the PRESSURE GAUGE should be STRAIGHT as shown below.

PART NUMBER 30015591
The other FITTING no 2 a the bottom of the page is correct.

_ %— 30015591
T

Figure1D Page47 Item4 Delete 30015540 SCREW, HEX-HEADED, M4 x 30 (OTHER MODELYS)
Add 30025108 SCREW, HEX-HEADED, M4 x 25 (OTHER MODELYS)

Item 11 Delete 30015539 SCREW, HEX-HEADED, M4 x 16
Add 30015538 SCREW, HEX-HEADED, M4 x 14

Figure 2A  Page49 Item7 Delete 30025162 SCREW, HEX-HEADED, M3 x 10
Add 30025811 SCREW, HEX-HEADED, M3x 16

Figure 2B Page51 Item 10 Delete 30025162 SCREW, COUNTERSUNK, M4 x 16
Add 30015561 SCREW, COUNTERSUNK, M4 x 10

Figure 5A Page83 Item 26 Delete 30025162 NUT, M3
Add 30025168 NUT, THIN, M3
Also add the two SCREWS and WASHERS in the end of the SUCKER BAR as shown beow.
2 Off 30025169 WASHER, TEFLON, M5

1 Off 30025165 SCREW, SOCKET HEADED, M5x 5
1 Off 30025166 SCREW, SOCKET HEADED, M5 %6 5165

30025166

30025169

© KODAK Ltd. England 9 No. 2/APRIL/1993



NEWSLETTER MINILOADER 2 PLUS

Figure5J Page 101 Item 32 Delete 30025162 SCREW, SOCKET-HEADED, M3 x 10
Add 30015550 SCREW, CROSSHEAD, M3x 10

22. CORRECTIONS TO DIAGRAM PACKAGE.

Please make the following corrections to the DIAGRAM PACKAGE DG 3239, issued in January 1993.

Page 5

Page 7

Page 8

Page 9

Page 20

Alter the CASSETTE VACUUM drawing as shown below. (Alter the position of the BLEED

SCREW, and delete the second BLEED SCREW).

18 x 24 SUCKERS

A

BLEED

H

SCREW

SV3 |E|

%4 x 30 SUCKERS

SVe

[

M2

CASSETTE SUCKER
VACUUM PUMP

The FUSE marked F22 4 AMP should read F24 10 AMP. Ref. B6.
The FUSE marked F24 16 AMP should read F22 4 AMP Ref. D7.

The FUSE marked F22 4 AMP should read F24 10 AMP. Ref. C1.
The FUSE marked F24 16 AMP should read F22 4 AMP Ref. AS.
The CAPACITOR marked C151 should read C161. Ref. A3.

Theeaght RELAY CONTACTS marked K8F and K8R should read K6F and K6R. Ref. D3 and E3.

Correct the SERIAL and RESET inverson of BUTTONS and PLUG numbers as shown below.

Ref. D4 to 6 and E4 to 6.

STEP-BY STEP

SERIAL MODE
-5
SIZE CHANGE
O (o,
_xgo3—2
< EJECT
o,
XY X117 X252
510 SONRE XX 18 x 24 LIIAGCFORWARD
X776-18 X201-18 X5-5
X316-20 @31-20 @35-3 LOAD CONTROL
7622 -2 X205-1 J
X176-21 X201-21 X205-6 < RESET

—_—

X205-7

Changed areas are shown in boxes.

[, ©
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Page 22 CRYSTAL Y101 is shown as 100 MHz, it should read 11.37 MHz. Ref. Al.

Page 26 On the drawing of the MICROPROCESSOR PD78C10A, there are two PIN 64's. The PIN marked
STOP should be PIN 63.

23. CORRECTIONS TO COMPONENT LOCATOR.

Please make the following corrections to the COMPONENT LOCATOR CL 3239, issued in December 1992.

Page 4 Under heading PRINTED CIRCUIT BOARDS, dter PCB 304 to read PCB 204.

Page 7 Under heading TEST POINTS delete line CLOCK 11340 MHz.

Page 8 On FIGURE 1, dter designation PCB 304 to PCB 204.

Send Newdletter Articlesto:
Bill Crichton

Kodak Ltd.

Customer Equipment Services
c/o Dept. A3m

PO Box 66

Kodak House

Hemed Hempstead

HP1 1JU

ENGLAND
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24. REINFORCEMENT OF TRACK ON PCB 301.

On MINILOADERS with SERIAL NUMBERS below:-
Modd STAND-ALONE (SV Code 3236)

Modd M35-M
Modd 480RA

(SV Code 3239)
(SV code 3240)

3009
2630
4008

Thereisarisk of aPCB 301 TRACK for the 12 Volt MOTORS supply burning out. To prevent this please add the
reinforcement shown below tothe PCB. Makethe BRIDGE between pointsA & B ontheundersideof PCB 301 asshown
with 1 or 1.5 mm insulated WIRE.

Ty 55
- DHHE%HW L=
I
e H Fr JO oz
HH[H EEE E%ﬂ]gmw KisF E g
DDD[% :-ﬁna : EKMR Kl 4F D o é
o BB = o
S [ [ |0
Pa ;Euisﬂﬂﬂﬂﬂiﬂﬂ aD e

—— THISISTHE AREA OF THE PCB
THAT ISMODIFIED

Ti

PCB SHOWN FROM BELOW
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25. FLAP VALVES IN THE COMPRESSOR.

The manufacturer of the COMPRESSOR has made an error during assembly of some COMPRESSOR. In some
COMPRESSORS, black rubber FLAPVALVESwerefitted instead of white TEFLON VALVES. These black rubber
valves can gtick, causing intermittent low pressure. This low pressure can result in MULTIPLE FILM LOADS and
FILMS STICKING to the CASSETTE SCREEN. It is not known which serial numbers of MINILOADERS may be
affected. At the next PM CALL, please remove the HEAD of the COMPRESSOR and check that the correct FLAP
VALVES arefitted. It isnot necessary to remove the COMPRESSOR from the MINILOADER, the HEAD Can be
unbolted with the COMPRESSOR in Situ. If the VALVES are not WHITE, they areincorrect and MUST be changed.
A limited number of the FLAPVALVES are available on PART NUMBER 300255175 no charge. When the stock of
these valvesisfinished, the COMPRESSOR REPAIR KIT 30015606 can be used.

Itissuggested that when aCOM PRESSORischecked andtheFLAPVALVESarefoundto becorrect, aMARK ismade
on the COMPRESSOR HEAD with amarker pen.

THESE FLAP VALVESMUST BE WHITE.

MARK THE COMPRESSOR HERE
WHEN THE VALVESHAVE BEEN
CHECKED.

© KODAK Ltd. England 3 No. 3/JULY/93
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26. MICROPROCESSOR MALFUNCTIONS.

Toprevent mafunctionsof theM I CROPROCESSOR, whichcanresultintheMINILOADERrunningtheCONVEY OR
in reverse a the end of a cycle, or other MOTORS running continuoudly, or spurious characters appearing on the
DISPLAY, two changes have beenintroduced in production. Thefirst changewasto cut the PCB TRACK between the
MICROPROCESSOR and the TEST POINT for the MICROPROCESSOR CLOCK . Under some circumstancesthis
TRACK can act asan AERIAL, and interference can prevent the MICROPROCESSOR from running correctly. This
change was introduced in MINILOADER with SERIAL NUMBERS from:-

Model STAND-ALONE (SV Code3236) 3009
Model M35-M (SV Code3239) 2635
Model 480RA (SV code3240) 4008

ThisTRACK should becut in MINILOADERS n thefied. Thedrawing below showswherethe CUT should be made.
The CUT is made on the UNDERSIDE of the PCB, in the area where the MICROPROCESSOR CHIP is mounted.
IMPORTANT, remove a least 5 mm of the TRACK.

° [ X X )
‘_E]tgoooooo b XXXXXX N é *

%:_{—\_. p - ._.: ..0.0.0.0.0.0.0.0.0.0.0 * 0.0.
...—/ e Q—o.—.\

. : : THE TRACK IS
° s 0 e : : CUT AT POINT X.
:. Heeosoceosy o [ FEEEN

.

— o ————
:L-ooogooooo : : ./.—_-:' .....?...
e ox.‘. P XXX
00—  °
e N :

|
\
il

@ meocebdeeqgo o .o_—:’—_.,
:_l ce '_/—‘—"‘H-’U

. .f,........ _/:_H':Z"

.:‘L———o L] :/." L Yo ——»
o] Se e TSN ey e
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The second change wasto fit a GROUND LEAD between the ENTRY PAD of the MINILOADER and the FRAME.
Theorigind GROUND LEAD only runsfromthe ENTRY PAD to the top of the FRONT COVER. Thisdoesnot give
asecureground. Thenew GROUND LEAD preventsadatic chargebuildingup onthe ENTRY PAD, especidly inlow
humidity conditions, which can cause MICROPROCESSOR MALFUNCTIONS.

This GROUND LEAD wasfitted in production from SERIAL NUMBERS -
Modd STAND-ALONE (SV Code3236) 3012
Modd M35-M (SV Code3239) 2638
Mode 480RA (SV code3240) 4010

This GROUND LEAD should be retrospectively fitted to earlier MINILOADERS. The PART NUMBER of the lead
is 30025889 and it is available free of charge.

Use the new GROUND LEAD to extend the existing lead to the FRAME. See the diagrams below.

Itisimportantthat if theFRONT PANEL of theMINILOADERIsremovedfor servicing, thisGROUND LEAD isdways
refitted.

DISCONNECT THE EXISTING GROUND LEAD
HERE, AND EXTEND IT WITH THE NEW LEAD.

CONNECT THE OTHER END OF THE
NEW LEAD TO THE FRAME HERE.

© KODAK Ltd. England 5 No. 3/JULY/93
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27. NEW SOFTWARE AVAILABLE.

This article replaces article No. 18 in NEWSLETTER No. 2/APRIL/1993. Please delete article No. 18.

Thelatest version of SOFTWARE isnow available. Theverson for PROCESSOR INTERFACE (M35-M & 480RA)
MINILOADERS isP2.1, and for STAND-ALONE MINILOADERSisS2.1.

Thetable below showsthe part numbers of the VARIANTS of this SOFTWARE with the various languages avail bl e,
please make sure you order the correct EPROM for the type of MINILOADER and for your COUNTRY .

The MINILOADERS which require the new SOFTWARE are-

MODEL STAND-ALONE SV CODE 3236 SERIAL NUMBERSBELOW 3016

MODEL M35-M SV CODE 3239 SERIAL NUMBERS BELOW 2665

MODEL 480RA SV CODE 3240 SERIAL NUMBERSBELOW 4011

PART NUMBER |TYPE OF MINILOADER |VARIANT NO. [LANGUAGE

30025891 STAND ALONE VARI ANT 1 ENGLI SH SWEDI SH
30025892 MB5-M / 480RA VARI ANT 1 ENGLI SH GERVAN
30025893 MB5-M / 480RA VARI ANT 2 ENGLI SH | TALI AN
30025894 MB5-M / 480RA VARI ANT 3 ENGLI SH SPANI SH
30025895 MB5-M / 480RA VARI ANT 4 ENGLI SH SWEDI SH
30025896 MB5-M / 480RA VARI ANT 5 ENGLI SH PORTUGUESE
30025897 MB5-M / 480RA VARI ANT 6 ENGLI SH NORVWEG AN
30025890 MB5-M / 480RA VARI ANT 7 ENGLI SH FRENCH

The changes in the new SOFTWARE are asfollows.

1. When a MAMMOGRAPHY CASSETTE is reloaded, PHOTOCELL FC13 (in the MULTIPLE FILM
DETECTOR) isnow used to check that the CASSETTE wasrd oaded, instead of PHOTOCELL FC1. Thiswill remove
theerrors caused by curled FILM dlowing FC1to "see" the FC1 PATCH under the FILM and give afdseindication of
"CASSETTE ISNOT LOADED". FC1 isused as normd to detect if thereisaFILM in the CASSETTE when the
CASSETTE is entered.

2. INTEST MODE, the TILT MOTOR now advancesto thenext M CROSWITCH instead of running continuousy
when it is actuated. This makes the set up of the MICROSWITCHES for HOME and TILT position more Ssmple.

No. 3/JULY/93 6 © KODAK Ltd. England
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3. TheCOMPRESSORwill now stopduringthecycleafter theMAGAZINE INJECTOR BLOW ingtead of running
to the end of the cycle. Thiswill reduce noise and COMPRESSOR wear.

4, Language trandation errors reported from Sweden and Germany have been corrected.

5. It is now possible to dispense with the CASSETTE INJECTOR BLOW that occurs in every cycle as the
CASSETTE opens. If FCA4 detectsaFILM stuck to the CASSETTE SCREEN the CASSETTE LID will be returned
tothe BLOW position asnormd. This change has been introduced astesting has shown that with thenew CASSETTES
with the SPRING LOADED "BUTTON" inthe SCREEN (or if the origind CASSETTE ismodified withaSPRING),
the FILM rardly sticksto the SCREEN, and acycletime saving of approximately 3 seconds can be made by dispensing
with the blow. Thisfeature is selected by usng a DIPSWITCH, seethe next article for details. IMPORTANT :- If the
MINILOADER isinterfaced to a PROCESSOR, remember to set the"GAP BETWEEN FILMS' PARAMETER P4
againif thisfeature is sdected, otherwise FILM S may be overlapped.

6. Itispossibleto speed up the MINILOADER by fitting anew CAM MOTOR GEAR with 14 TEETH instead of
the factory fitted GEAR with 10 TEETH. The part number of the 14 TOOTH GEAR is 30013391. However, if the
"SPEED UP' GEARisfitted, theability of the CAM MOTOR to findthe HOME POSI TION isreduced. To correct this
aDIPSWITCH setting can be made to select adifferent HOME POSITION routine depending on the GEAR fitted. See
the next article for details of the DIPSWITCH setting.

THE NEXT TWO CHANGES REFER TO PROCESSOR INTERFACE P2.1 SOFTWARE ONLY .

7. In18x 24 SERIAL MODE, MAGAZINE EMPTY detection ismade when either FC6 or FC12 goeshigh. This
featureistoalow theuseof theADAPTORFRAMEfor MINILOADER1MAGAZINESinaMINILOADER2PLUS.
This feature was supposedly available in earlier versons of SOFTWARE, but did not operate correctly.

8. If thelast FILM wasnot removed fromthe CASSETTE in 18 x 24 or 24 x 30 SERIAL MODE, the CASSETTE
wasgected withtheFILM insde, and theonly indication of thiswasthefact that the"CASSETTE ISEMPTY " message
was not displayed. Thiscondition will now result in an error MESSAGE being displayed to warn the operator thet there
isaFILM inthe CASSETTE.

It isrecommended that this new SOFTWARE isfitted at the next SERVICE CALL to the MINILOADER asthe new
feature of using PHOTOCELL FC13 to detect if aCASSETTE isreloaded will dramatically improve the performance
of the MINILOADER if curled FILM is experienced. Stock will be available from AUGUST 1993.

Theoldversonsof SOFTWARE arenolonger available. Any MINILOADERSusing theoptional ADAPTORFRAME
for MINILOADER 1 MAGAZINES in aMINILOADER 2 should have the new SOFTWARE fitted as a priority.

© KODAK Ltd. England 7 No. 3/JULY/93
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28. FUNCTION OF DIP-SWITCHES ON PCB 301.

Function of the DIP-SWITCHES on PCB 301 with SOFTWARE VERSIONS P2.1, S2.1 and higher.

D117

K14-R

_|_
CJ
cite ()
CJ
o7 ()
U110 O

D115 D116

D113
- n+ 0 - {4 - - {0 -

K6-F

D114

c
o
O
]
1
C114

U108 0

K25

D112

D109 — —

RR103
RR102

D108 — —

D111

D107 — —

Di10

D106 — —

X116

. 00000000000000000 TP101
00000000000000000 0oooo
7

X114 |coo

K22

D105

OFF ON

ON to sdect CONTINUOUS CYCLES
OFF for customer operation

2 STAND-ALONE only - 2 ON 3 OFF, FILMS collected separately

3 STAND-ALONE only - 3 ON 2 OFF, FILMS collected in one MAGAZINE

OFF if the standard CAM MOTOR SPROCKET (10 TEETH) isfitted
ON if the larger "SPEED UP" SPROCKET (14 TEETH) isfitted

5 OFF to make the CASSETTE INJECTOR operate asthe CASSETTE OPENS
ON to prevent the CASSETTE INJECTOR operating unless FC4 detectsaFILM

6 ON to make Mod 2 active (second patch on VIDEO CASSETTES)

7 OFF - CASSETTE INJECTOR operatesin 8 x 10" mode
ON - CASSETTE INJECTOR does not operatein 8 x 10" mode

8 NO FUNCTION

No. 3/JULY/93 8 © KODAK Ltd. England



NEWSLETTER MINILOADER 2 PLUS

29. CASSETTE FILM HOLD DOWN STOP and NEW
PHOTOCELL FC1 ASSEMBLY.

If FILM curl is present, it is possible for PHOTOCELL FC1 to see under the FILM in the CASSETTE when the
CASSETTE isopened, andtheMINILOADER thinksthe CASSET TE isempty. Toimprovethissituation, two changes
have been made.

1. A CASSETTE FILM "HOLD DOWN" STOP has been designed. This new assembly is fastened to the
CASSETTE SUCKER BAR, andit pressesthe FILM onto the BASE of the CASSETTE asthe SUCKER BAR comes
intothe CASSETTE to pick up the FILM. Thisnew STOPwill not befitted in production, but isavail able asaspare part
on PART NUMBER 30026279. It is supplied as an assembly, including a new longer SCREW, aWASHER and a
SEALING WASHER.

FILM HOLD DOWN
STOP ASSY.

SEALINGWASHER

\
I

NEW SCREW

PLAINWASHER

STOP

© KODAK Ltd. England 9 No. 3/JULY/93
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2. Anew PHOTOCELL FC1 and SUPPORT BRACKET has been introduced.

The new PHOTOCELL FC1 hasalonger foca length, and the new SUPPORT BRACKET raisesthe PHOTOCELL
by 50 mm. Thischangeimproves FILM presence detection because the PHOTOCELL now looksinto the CASSETTE
at asteeper angle.

Thisnew PHOTOCELL and BRACKET isfitted in production from:-

MODEL STAND-ALONE SV CODE 3236 SERIAL NUMBERS ABOVE 3016

MODEL M35-M SV CODE 3239 SERIAL NUMBERS ABOVE 2665

MODEL 480RA SV CODE 3240 SERIAL NUMBERS ABOVE 4011

The necessary parts to fit the new PHOTOCELL and BRACKET to earlier MINILOADERS is available under part
number 30026280.

. 2 x SCREW 30025812

1

PHOTOCELL FC1 30026277

/ PLATE 30026276

2
B @
/ EXISTING BRACKET
. PHOTOCELL FC10

/

) G g
%@
=]
0

S SUPPORT 30026277

When the new PHOTOCELL isfitted, setit up in the norma manner using the TOOL 30015675 or 30015676. Set the
sengitivity of the PHOTOCELL by turning the POTENTIOMETER counter-clockwise until the LED switchesoff, then
clockwisefiveturns.
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30. NEW MAGAZINE INJECTOR STOP.

Tomakeit possibleto set the height of the MAGAZINE INJECTOR more accuratdly to obtain better FILM separation
inthe MAGAZINE, anew MAGAZINE INJECTOR BAR STOP has been produced.

There are two changesto this new STOP.

A second THREAD has been added a the base of the STOP. This
THREAD isfiner than the origina upper THREAD, and dlowsfiner
adjusment.

The rubber part of the STOP now has the separator TEETH on both
Sdes, s0itispossbleto turn the STOP through 180 degrees, compared
with the 360 degrees of the original STOP.

Thesetting resolution of theoriginad STOPwas0.8 mm, thenew STOP —
has a setting resolution of 0.25 mm. :

The PART NUMBER of the new STOP ASSEMBLY is 30026278,
and it is supplied complete asillustrated. TEETH ON BOTH SIDES

This new STORP isfitted in production from:-

MODEL STAND-ALONE SV CODE 3236 SERIAL NUMBERS ABOVE 3016
MODEL M35-M SV CODE 3239 SERIAL NUMBERS ABOVE 2665
MODEL 480RA SV CODE 3240 SERIAL NUMBERSABOVE 4011

31. MODIFICATION MO6 (TYPE 2).

Modification M06 isamodification to reduce service calls by replacing sx glass fuses with auto-resetting devices. The
MOTORS éffected are the CAM MOTOR, MAGAZINE CARRIAGE MOTOR, CASSETTE CONVEYOR
MOTOR, CASSETTE GUIDEMOTOR, 8 X 10ENDSTOPMOTOR andthe TILT MOTOR. These changesshould
eliminate service cdls that are made purdly to replace blown FUSES.

PART NUMBER 30091106 AVAILABLE AUGUST 1993
SERIAL NUMBERS AFFECTED:-
Modd STAND-ALONE (SV Code3236) 3001 - 3014

Modd M35-M (SV Code3239) 2603 - 2654
Model 480RA (SV Code 3240) 4001 - 4009
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