
Modification Index

Title Purpose(s)

MODIFICATION INSTRUCTIONS
for the Kodak X-Omat 1000 PROCESSOR
Service Code 3485
Kodak X-Omat 1000A PROCESSOR
Service Code 3482
and the Kodak X-Omat 1000J PROCESSOR
Service Code 3485
MODIFICATION No. 1 Type 1 Required

• To install an ELECTRICAL COVER inside the PROCESSOR, 
Modification Kit 7C8557, ECO 2504-479.

MODIFICATION INSTRUCTIONS
for the Kodak X-Omat 1000A PROCESSOR
Service Code: 3482
and the Kodak X-Omat 1000J PROCESSOR
Service Code: 3485
Modification No. 2 Type 1 Required

• To install a POWER THERMISTOR in PROCESSORS set for 
50 Hz operation only.

• To prevent a failure in the 2 Amp FUSE, the POWER 
THERMISTOR causes a reduction in the current when the 
PROCESSOR is energized.

MODIFICATION INSTRUCTIONS
for the Kodak X-Omat 1000A PROCESSOR
Service Code: 3482
and the Kodak X-Omat 1000 and 1000J 
PROCESSORS
Service Codes: 3485
Modification No. 3 Type 1 Required

• To install the new BRACKETS.
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